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Application Instructions - SealGreen Concrete Patch Repair 
Visit our YouTube Channel SEALGREENTV 

for videos on application instructions 
 
Mixing and Application:  Mix small quantities by hand using 3 parts by volume of Cement to 1 
part of water. Use a margin trowel and mix vigorously for 2-3 minutes. Mix thoroughly to obtain a 
lump-free consistency. The pot life of SealGreen Cement is approximately 20 minutes at 70ºF. If 
the product begins to set in the bucket, remix before using. Do not add more water. Additional 
water will weaken the dressing and lower its strength. In warm weather, use cold water to extend 
the working time. 
 
Recommended Tools:  Mixing buckets, margin trowel, steel trowel, sponges.  
 
Curing:   SealGreen Repair Patch Cement will set and harden within 1 to 2 hours.  
Requires no special curing procedures, avoid applying this product if rain is expected within 6-8 
hours or freezing temperatures could occur within 24 hours of application. As with any 
cementitious material, the above conditions can alter the appearance and performance of the 
dressing.  

Notes:  Walkable: Light Foot traffic in 2 hours. Vehicular traffic in 6-8 hours 
Storage: Store in a cool dry area. Shelf Life: One year  

  

Discard container when empty - Patch Repair is a cementitious - non-toxic - non-hazardous - non-flammable 
 Keep out of reach of children - Use of safety glasses and plastic gloves is recommended when applying -   If 
splashed in eyes - wash with clean water 

If swallowed, do not induce vomiting, but drink water for dilution. 
 Wash your hands after using the product - Consult physician if required. 

 

 

Instrucciones de aplicación - Reparación de parches de 
concreto SealGreen 

Visita nuestro canal de YouTube SEALGREENTV 
para ver vídeos sobre las instrucciones de aplicación 

 
Mezcla y aplicación:  Mezcle pequeñas cantidades a mano usando 3 partes por volumen de 
cemento por 1 parte de agua. Use una paleta de margen y mezcle vigorosamente durante 2-3 
minutos. Mezclar bien para obtener una consistencia sin grumos. La vida útil del cemento 
SealGreen es de aproximadamente 20 minutos a 70ºF. Si el producto comienza a cuajar en el 
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balde, vuelva a mezclar antes de usarlo. No agregue más agua. El agua adicional debilitará el 
apósito y disminuirá su resistencia. En climas cálidos, use agua fría para extender el tiempo de 
trabajo. 
 
Herramientas recomendadas:  Cubos mezcladores, llana de margen, llana de acero, esponjas.  
 
Curado: El cemento de parche de reparación SealGreen se endurecerá en 1 a 2 horas.  
No requiere procedimientos especiales de curado, evite aplicar este producto si se espera lluvia 
dentro de las 6-8 horas o si podrían ocurrir temperaturas de congelación dentro de las 24 horas 
posteriores a la aplicación. Al igual que con cualquier material cementoso, las condiciones 
anteriores pueden alterar la apariencia y el rendimiento del apósito.  

 
Notas: Transitable: Tráfico peatonal ligero en 2 horas. Tráfico vehicular en 6-8 horas 

Almacenamiento: Almacenar en un lugar fresco y seco. Vida útil: Un año  
  

Deseche el envase cuando esté vacío - Patch Repair es un cemento - no tóxico - no peligroso - no inflamable 
Mantener fuera del alcance de los niños - Se recomienda el uso de gafas de seguridad y guantes de plástico al 
aplicar - Si salpica los ojos, lávese con agua limpia 
 

Si se ingiere, no induzca el vómito, sino beba agua para diluirlo. 
 Lávese las manos después de usar el producto - Consulte al médico si es necesario. 
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